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www.teamindustrialservices.com
QUALITY FOR OUR CUSTOMERS -THREE DECADES OF EXCELLENCE

Team Industrial Services, Inc.
24 Hours a Day, 7 Days a Week, 365 Days a Year

Leak Repair Services___
Utilize Team’s onstream leak repairs
for acids, hydrocarbons, oxidizers,
air, steam and water leaks. Cryogenic
to 1700OF, vacuum to 6,000 psig.
Stop leaking valves, pipes, fittings,
flanges, bonnets, rotating equipment,
expansion joints, shell and tube
exchangers, refractory, vacuum
tower trays,  furnace tubes (crimps),
fin fan tubes, plugs, headers, and line
crimps up to 4''.

Hot Tap Services______
Team’s isolation procedures include
hot taps and line stops to 4,300 psig
and 1,350OF, freeze stops, tee stops,
elbow stops, double stops, 45O angle
stops, through-the-valve stops,
across-the-line stops, multiple stops,
simultaneous stops, Super HiStops®

(600# +) and folding head line stops.

Pipe Repair Products,
Sealants, Fittings _____
Use Team’s ISO-9001 pipe repair
enclosures, clamps, and related 
hardware/sealants to stop 1/2''-48''
line, ell, union/coupling, and flange
leaks. For hot taps, utilize Team’s
150# and 600# SealTite® fittings with
metal-to-metal seals in sizes 3'' to
36'', split tee fittings 2''-36'', two- and
three-piece saddles 2''-30'', and 
2''-30'' saddle-on nozzles.

Field Machining
Services_______________
Repair components onsite with
machine shop precision with Team’s
line boring, flange refacing, 3-axis
milling, valve repair, key milling,
shaft turning, pipe beveling, spot
facing and pipe cutting services.

Technical Bolting Services_
Use Team’s bolting services for 
both turn-arounds and day-to-day 
maintenance. Team insures overall
bolted joint integrity and utilizes
only proven disassembly and 
assembly techniques.

Valve Repair
Services______________
Repair, repack, recondition, or 
modify any size, type, or process
valve in-line. Team’s 30-and 50-foot
fleet of mobile, onsite machine
shops are geared for ASME code
and tests to API 598, 6D standards.

Heat Treating Services__
Use Team’s field heat treating
services for weld preheating, post
weld heat treatment, refractory
dry-out, permanent warming systems,
temporary furnaces, hydrogen
bake-outs, process heat-ups, space
heating, coating cures, line thawing,
equipment calibration plus much
more.

NDE/NDT Services_____
Team’s NDE/NDT inspection 
services include digital  radiography, 
A-/B/C-scan ultrasonics, long-
range guided wave ultrasonics,
remote viewing, IRIS, remote field
tube, eddy current, tanks/pressure
vessels, PMI, NDT project/data
management.

Emissions Control
Services(LDAR)________
Team’s ELDACS Data Management
Program interfaces with 
commercially available emissions
software packages. Flexible, turnkey
LDAR programs provide any 
combination or level of technical
compliance assistance including 
leak detection, tagging, monitoring,
simple maintenance, and specialized
repair services.

Take a look at the range of specialized 
services Team can bring to your facility
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Typical Pipeline Leaks

TEAM Industrial Services, Inc.

Repair Enclosure

 SelfSeal  Leak Repair Pipeline Enclosures

Enclosure HardwareEnclosure Application

ISO 9001 Certified

Selection Charts -1000 psig MAWP Pipe Repair Enclosures, Clamps

Weld LeaksRuptured Pipe

Pitted Pipe &
Pinhole Leaks

Standard Wt. and Extra Strong Pipe

Inside Length Between
Nominal Pipe Size Inside Diameter (A) Seals (B) Overall Length (C)         Part Number

Inches mm Inches mm Inches mm Inches mm

1 1/2 38 2 1/8 54 5 1/2 140 9 229 310-0150
2 51 2 5/8 67 5 3/4 146 9 229 310-0200

2 1/2 64 3 1/8 79 51/4 133 8 1/2 216 310-0250
3 76 4 102 5 1/4 133 8 1/2 216 310-0300
4 102 5 127 5 1/4 133 8 1/2 216 310-0400
6 152 7 1/8 181 5 1/4 133 8 1/2 216 310-0600
8 203 9 1/8 232 5 1/4 133 9 229 310-0800
10 254 11 1/4 286 5 1/4 133 10 254 310-1000
12 305 13 1/4 337 5 1/4 133 10 254 310-1200
14 356 14 1/2 368 5 1/2 140 10 1/2 267 310-1400
16 406 16 1/2 419 5 1/2 140 10 1/2 267 310-1600
18 457 18 1/2 470 8 203 14 356 310-1800
20 508 20 1/2 521 8 203 14 356 310-2000
22 559 22 1/2 572 8 203 14 356 310-2200
24 610 24 1/2 622 8 203 14 356 310-2400
26 660 26 1/2 673 8 203 14 356 310-2600
28 711 28 1/2 724 8 203 14 356 310-2800
30 762 30 1/2 775 8 203 14 356 310-3000
32 813 32 1/2 826 8 203 14 1/4 362 310-3200
34 864 34 1/2 876 8 203 14 1/4 362 310-3400
36 914 36 1/2 927 8 203 14 356 310-3600
38 965 38 1/2 978 8 203 14 1/4 362 310-3800
40 1016 40 1/2 1029 8 203 14 1/4 362 310-4000
42 1067 42 1/2 1080 8 203 16 406 310-4200
44 1118 44 1/2 1130 8 203 16 1/4 413 310-4400
46 1168 46 1/2 1181 8 203 16 1/4 413 310-4600
48 1219 48 1/2 1232 8 203 16 1/4 413 310-4800

B
A

C

Enclosure Dimensions

n Simple, easy to install
n Buna-N standard sealing element. Viton

and Aflas seals also available
n Nominal pipe sizes are listed below
n Alternate lengths available upon request
n Allows welding for permanent repairs
n Constructed to ASME/ANSI Codes, and to

ASTM Specifications

n Prevents external bearing and stress loads
that can damage or deform pipe

n Refurbishment services available
n Custom designed and manufactured options available

for any size, shape, temperature, pressure, or material
n Sealant injection ports or vent valves available upon

request

®

®

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)

A 24” underwater line enclosure
 is readied for shipment
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Selection Charts - 1500 psig MAWP Pipe Repair Enclosures, Clamps
Standard Wt. and Extra Strong Pipe

Selection Charts - Pressure Containing Weld Sleeves

Enclosure Dimensions

A C

Nominal Pipe Size Wall Thickness Standard Length* Part Number

     4   3/8 10 feet 400-WSL-0400

     6   3/8 10 Feet 400-WSL-0600

     8   3/8 10 Feet 400-WSL-0800

    10   3/8 10 Feet 400-WSL-1000

    12   3/8 10 Feet 400-WSL-1200

    14   3/8 10 Feet 400-WSL-1400

    16   3/8 10 Feet 400-WSL-1600

    18   3/8 10 Feet 400-WSL-1800

    20   3/8 10 Feet 400-WSL-2000

    22   3/8 10 Feet 400-WSL-2200

    24   3/8 10 Feet 400-WSL-2400

 26-48   3/8 10 Feet 400-WSL: 2600 to 4800

*Lengths can be cut to customer specifications

Ruptured Pipe

Pitted Pipe &
Pinhole Leaks

Outside Sidebars for use on large
pipe and low - to medium - pressure
leaks. Any length available.

Block for use on pipe up to 8”. No
welding required. Any length
available.

Inset Sidebars for use on large pipe
with high pressure leaks. Any length
available.

Cylinder/Band for use on large pipe,
high pressure applications. Number of
bands is based on pressure, cylinder
length. Any length available.

Weld Sleeve Application

Nominal Pipe Size Inside Diameter (A) Inside Lng. Between Seals (B) Overall Length (C)       Part Number

Inches mm Inches mm Inches mm Inches mm

Other enclosure, clamp designs available depending upon temperature,  pressure, process and pipe size

Welds

 Recommended maximum working pressure: 1500 psig (Ambient to 4250F, depending upon the seal)

1 1/2 38 2 1/8 54 5 1/2 140 9 229 315-0150
2 51 2 5/8 67 5 3/4 146 9 229 315-0200

2 1/2 64 3 1/8 79 5 1/4 133 8 1/2 216 315-0250
3 76 4 102 5 1/4 133 8 1/2 216 315-0300
4 102 5 127 5 1/4 133 8 1/2 216 315-0400
6 152 7 1/8 181 5 1/4 133 8 1/2 216 315-0600
8 203 9 1/8 232 5 1/4 133 9 229 315-0800
10 254 11 1/4 286 5 1/4 133 10 254 315-1000
12 305 13 1/4 337 5 1/4 133 10 254 315-1200
14 356 14 1/2 368 5 1/2 140 10 1/2 267 315-1400
16 406 16 1/2 419 5 1/2 140 10 1/2 267 315-1600
18 457 18 1/2 470 8 203 14 356 315-1800
20 508 20 1/2 521 8 203 14 356 315-2000
22 559 22 1/2 572 8 203 14 356 315-2200
24 610 24 1/2 622 8 203 14 356 315-2400
26 660 26 1/2 673 8 203 14 356 315-2600
28 711 28 1/2 724 8 203 14 356 315-2800
30 762 30 1/2 775 8 203 14 356 315-3000
32 813 32 1/2 826 8 203 14 1/4 362 315-3200
34 864 34 1/2 876 8 203 14 1/4 362 315-3400
36 914 36 1/2 927 8 203 14 356 315-3600
38 965 38 1/2 978 8 203 14 1/4 362 315-3800
40 1016 40 1/2 1029 8 203 14 1/4 362 315-4000
42 1067 42 1/2 1080 8 203 16 406 315-4200
44 1118 44 1/2 1130 8 203 16 1/4 413 315-4400
46 1168 46 1/2 1181 8 203 16 1/4 413 315-4600
48 1219 48 1/2 1232 8 203 16 1/4 413 315-4800

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

10 Feet

A pallet of 18” pipeline
clamps ready for shipment

TEAM Industrial Services, Inc. ISO 9001 Certified
®

B



66  prp@teamindustrialservices.com · 800-662-8326 · www.teamindustrialservices.com

n   Simple, easy to use, nondestructive
n   Quickly, effectively stops gasket leaks onstream
n   Bolt holes are sealed without damaging the flange
n   Reusable with new sealing elements
n   Easily removed during turnarounds
n   Fits flanges where O. D. and gap varies
n   Ideal for flanges with wide temperature, pressure
     fluctuations

Flange Repair ClampFlange Leak

SealTite   Leak Repair Flange Clamps
    

Selection Charts - 150# ANSI Flange Clamp

TEAM Industrial Services, Inc. ISO 9001 Certified

             Clamp HardwareRepair Clamp Application

Nominal Pipe Size Outside Diameter (A)  Inside Diameter(B) Overall Length (C) Stud Size

Inches mm Inches mm Inches mm Inches mm (Inches) (D)

 Clamp Dimensions

D
B

C

A

Copper tubing standard. Stainless tubing, teflon,
and graphite packing sealing elements  available for
chemical applications
Hydraulic injection gun injects sealants through
injection valves. Sealant travels into gasket area,
around flange studs/nuts to seal leak.
Standard clamps in 1/2" to 24" sizes for ANSI
 150#, 300#, and 600# rated flanges. Larger sizes
available upon requestn

n

n

n

®

Injection
Valve

Part Number

Custom clamps manufactured for excessive offsets
and gaps, and for any size, shape, temperature,
pressure, process, or material

®

Clamp rated for operating temperature of 6500F or lower

n  Constructed to ASME / ANSI Codes, and ASTM
      Specifications

1/2 13 5 1/2 140 3 5/8 92 8 1/4 210 3/4  200-0050-15

3/4 19 5 1/2 140 4 102 8 1/4 210 3/4 200-0070-15

1 25 5 1/2 140 4 3/8 111 8 1/4 210 3/4 200-0100-15

1 1/4 32 6 1/4 159 4 3/4 121 9 229 3/4 200-0070-36

1 1/2 38 6 1/4 159 5 1/8 130 9 229 3/4 200-0150-15

2 51 7 1/2 191 6 1/8 156 10 3/4 273 7/8 200-0200-15

2 1/2 64 9 229 7 1/8 181 12 3/4 324 7/8 200-0250-15

3 76 9 229 7 5/8 194 12 3/4 324 7/8 200-0250-36

3 1/2 89 10 3/8 264 8 5/8 219 13 5/8 346 7/8 200-0350-15

4 102 10 3/8 264 9 1/8 232 13 5/8 346 7/8 200-0350-36

5 127 12 3/8 314 10 1/8 257 15 5/8 397 3/4 200-0400-30

6 152 12 3/8 314 11 1/8 283 15 5/8 397 3/4 200-0600-15

8 203 15 5/8 397 13 5/8 346 19 5/8 498 1 1/8 200-0800-15

10 254 19 1/8 486 16 1/8 410 24 1/2 622 1 3/8 200-1000-15

12 305 24 1/4 616 19 1/8 486 30 762 1 3/8 200-1200-15

14 356 24 1/4 616 21 1/8 537 30 762 1 3/8 200-1400-15

16 406 27 686 23 5/8 600 29 1/2 749 1 1/4 200-1600-15

18 457 28 3/8 721 25 1/8 638 32 813 1 1/4 200-1800-15

20 508 31 787 27 5/8 702 35 889 1 1/4 200-2000-15

24 610 35 889 32 1/8 816 37 7/8 962 1 1/4 200-2400-15

3/4                200-0050-15

3/4                200-0070-15

3/4                200-0100-15

3/4                200-0070-36

3/4                200-0150-15

7/8                200-0200-15

7/8                200-0250-15

7/8                200-0250-36

7/8                200-0350-15

7/8                200-0350-36

3/4                200-0400-30

3/4                200-0600-15

1 1/8             200-0800-15

1 3/8             200-1000-15

1 3/8             200-1200-15

2 1 3/8             200-1400-15

1 1/4             200-1600-15

1 1/4             200-1800-15

1 1/4             200-2000-15

1 1/4             200-2400-15

Gasket
Leak
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3/4 19 6 1/4 159 4 3/4 121 9 229 3/4 200-0070-36

1 25 6 1/4 159 5 127 9 229 3/4 200-0100-36

1 1/4 32 7 1/2 191 5 3/8 137 10 3/4 273 7/8 200-0120-36

1 1/2 38 7 1/2 191 6 1/4 159 10 3/4 273 7/8 200-0150-36

2 51 9 229 6 5/8 168 12 1/4 311 7/8 200-0200-36

2 1/2 64 9 229 7 5/8 194 12 1/4 311 7/8 200-0250-36

3 76 10 3/8 264 8 3/8 213 13 5/8 346 7/8 200-0300-36

3 1/2 89 10 3/8 264 9 1/8 232 13 5/8 346 7/8 200-0350-36

4 102 12 3/8 314 10 1/8 257 15 5/8 397 3/4 200-0400-30

5 127 12 3/8 314 11 1/8 283 15 5/8 397 3/4 200-0600-15

6 152 15 5/8 397 12 5/8 321 19 5/8 498 1 1/8 200-0600-30

8 203 19 1/8 486 15 1/8 384 24 1/2 622 1 3/8 200-0800-30

10 254 19 1/8 486 17 5/8 448 24 1/2 622 1 3/8 200-1000-30

12 305 24 1/4 616 20 5/8 524 30 762 1 3/8 200-1200-30

14 356 27 686 23 1/8 587 32 813 1 1/4 200-1400-30

16 406 28 3/8 721 25 5/8 651 32 813 1 1/4 200-1600-30

18 457 31 787 28 1/8 714 35 889 1 1/4 200-1800-30

20 508 35 889 30 5/8 778 37 7/8 962 1 1/4 200-2000-30

24 610 38 3/4 984 36 1/8 918 39 3/8 1000 1 3/8 200-2400-30

 Selection Charts - 300# ANSI Flange Clamps

Selection Charts - 600# ANSI Flange Clamps
 Clamp rated for operating temperature of 650oF or lower

TEAM Industrial Services, Inc.

 Clamp rated for operating temperature of 650oF or lower

ISO 9001 Certified

 Clamp Dimensions

1/2 13 5 1/2 140 3 7/8 98 8 1/4 210 3/4 200-0050-36

 Clamp Dimensions

1/2 13 5 1/2 140 3 7/8 98 8 1/4 210 3/4 200-0050-36

3/4 19 6 1/4 159 4 3/4 121 9 229 3/4 200-0070-36

1 25 6 1/4 159 5 127 9 229 3/4 200-0100-36

1 1/4 32 7 1/2 191 5 3/8 137 10 3/4 273 7/8 200-0120-36

1 1/2 38 7 1/2 191 6 1/4 159 10 3/4 273 7/8 200-0150-36

2 51 9 229 6 5/8 168 12 1/4 311 7/8 200-0200-36

2 1/2 64 9 229 7 5/8 194 12 1/4 311 7/8 200-0250-36

3 76 10 3/8 264 8 3/8 213 13 5/8 346 7/8 200-0300-36

3 1/2 89 10 3/8 264 9 1/8 232 13 5/8 346 7/8 200-0350-36

4 102 14 356 10 7/8 276 15 3/4 400 3/4 201-0400-06 *

5 127 17 3/8 441 13 1/8 333 19 3/8 492 3/4 201-0500-06 *

6 152 17 3/8 441 14 1/8 359 19 3/8 492 3/4 201-0600-06 *

8 203 22 559 16 5/8 422 24 1/2 622 1 201-0800-06 *

10 254 24 610 20 1/8 511 26 3/4 679 1 201-1000-06 *

12 305 26 660 22 1/8 562 29 1/4 743 1 1/8 201-1200-06 *

14 356 27 686 23 7/8 606 30 1/4 768 1 1/4 201-1400-06 *

16 406 32 813 27 1/8 689 35 889 1 1/4 201-1600-06 *

18 457 34 864 29 3/8 746 37 940 1 1/4 201-1800-06 *

20 508 38 965 32 1/8 816 41 1041 1 1/4 201-2000-06 *

24 610 43 1092 37 1/8 943 46 1/2 1181 1 1/2 201-2400-06 *

Nominal Pipe Size Outside Diameter (A)  Inside Diameter(B) Overall Length (C)              Stud Size        Part Number

Inches mm Inches mm Inches mm Inches mm (Inches) (D)

*Clamp has two studs per ear

D
B

C

A

D
BA

C

®

0

0

Part Number

Part Number
Nominal Pipe Size Outside Diameter (A)  Inside Diameter(B) Overall Length (C)              Stud Size           Part Number

Inches mm Inches mm Inches mm Inches mm (Inches) (D)
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   Standard  Wt. and Extra Strong Pipe

Union/Coupling Enclosure  Enclosure Hardware

SelfSeal® Union & Coupling Leak Repair Enclosures

Enclosure Application

TEAM   Industrial Services, Inc. ISO 9001 Certified

     Union/Coupling Leaks

Selection Charts - Standard Coupling Repair Enclosures

Weld Leak
Thread Leak

         Union Leak

1/2 13 2 1/2 64 3 13/32 87 4 1/2 114 121-0050

3/4 19 2 1/2 64 3 13/32 87 4 1/2 114 121-0070

1 25 3 1/2 89 4 29/32 125 6 152 123-0100

1 1/4 32 3 1/2 89 4 29/32 125 6 152 123-0120

1 1/2 38 3 1/2 89 4 29/32 125 6 152 121-0150

2 51 5 127 5 11/32 136 6 3/4 171 121-0200

2 1/2 64 5 127 5 11/32 136 6 3/4 171 121-0250

3 76 6 1/2 165 7 21/32 194 9 229 123-0300-1

3 1/2 89 6 1/2 165 7 21/32 194 9 229 123-0350-1

4 102 6 1/2 165 7 21/32 194 9 229 121-0400-1

Selection Charts - 3000# and 6000# Screwed / Socket Unions

 Enclosure Dimensions

CB
A

 Enclosure Dimensions

CB A

n Simple, easy to install
n Buna-N standard sealing element. Viton

and Aflas seals also available
n Nominal pipe sizes are listed below
n Allows welding for permanent repairs
n Constructed to ASME/ANSI codes, and to

ASTM Specifications

n Prevents external bearing and stress loads
that can damage or deform pipe

n Refurbishment services available
n Custom designed and manufactured options available

for any size, shape, pressure, temperature, or material
n Sealant injection ports or vent valves available upon

request

®

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)

Nominal Pipe Size Inside Diameter (A) Inside Length Between Overall Length (C) Part Number

Inches mm Inches mm Inches mm Inches mm

Nominal Pipe Size Inside Diameter (A) Inside Length Between Overall Length (C) Part Number

Inches mm Inches mm Inches mm Inches mm

1/2 13 31/2 89 4 29/32 125 6 152 125-0050

3/4 19 3 1/2 89 4 29/32 125 6 152 125-0070

1 25 5 127 5 11/32 136 6 3/4 171 125-0100

1 1/4 32 5 127 5 11/32 136 6 3/4 171 125-0120

1 1/2 38 5 127 5 11/32 136 6 3/4 171 125-0150

2 51 6 1/2 165 7 21/32 194 9 229 125-0200-1
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Selection Charts - 2000# Screwed and 3000# Socket Short Radius 900

TEAM   Industrial Services, Inc.

Typical Ell Leaks       900 Ell Repair Enclosure Repair Enclosure Application 900 Ell Hardware

Selection Charts - 3000# Screwed and 6000# Socket Short Radius 900

ISO 9001 Certified

Pinhole Leaks

Thread Leaks Weld leaks

Nominal Pipe Size Inside Diameter (A) Center to Face (B) Center to Outside (C)         Part Number

Inches mm Inches mm Inches mm Inches mm

1/2 13 2 1/4 57 2 3/4 70 2 15/16 75 131-0050

3/4 19 2 1/4 57 2 3/4 70 2 15/16 75 131-0070

1 25 2 1/4 57 2 3/4 70 2 15/16 75 131-0100

1 1/4 32 3 76 3 5/8 92 3 1/2 89 131-0120

1 1/2 38 3 76 3 5/8 92 3 1/2 89 131-0150

2 51 3 3/4 95 3 3/4 95 3 7/8 98 131-0200

2 1/2 64 5 127 4 3/4 121 4 3/4 121 131-0250

3 76 5 127 4 3/4 121 4 3/4 121 131-0300

1/2 13 2 1/4 57 2 3/4 70 2 15/16 75 131-0050

3/4 19 2 1/4 57 2 3/4 70 2 15/16 75 131-0070

1 25 3 76 3 5/8 92 3 1/2 89 131-0101

1 1/4 32 3 76 3 5/8 92 3 1/2 89 131-0120

1 1/2 38 3 3/4 95 3 3/4 95 3 7/8 98 131-0151

2 51 5 127 4 3/4 121 4 3/4 121 131-0201

2 1/2 64 5 127 4 3/4 121 4 3/4 121 131-0250

900 Ell Dimensions

A

BC

900 Ell Dimensions

A

BC

Nominal Pipe Size Inside Diameter (A) Center to Face (B) Center to Outside (C)         Part Number

Inches mm Inches mm Inches mm Inches mm

n Simple, easy to install
n Buna-N standard sealing element. Viton,

and seals also available
n Nominal pipe sizes are listed below
n Allows welding for permanent repairs
n Constructed to ASME/ANSI codes, and to

ASTM Specifications

n Prevents external bearing and stress loads
that can damage or deform pipe

n Refurbishment services available
n Custom designed and manufactured options available

for any size, shape, pressure, temperature, or material
n Sealant injection ports or vent valves available upon

request

SelfSeal  900 Ell Leak Repair Enclosures®

®

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)
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  Selection Charts - 6000# Screwed Short Radius 900 Fittings

  Selection Charts - Standard Wt. and Extra Strong Long Radius 900

90o Ell Leak Repair Enclosure Selection Charts

TEAM   Industrial Services, Inc. ISO 9001 Certified

Nominal Pipe Size Inside Diameter (A) Center to Face (B) Center to Outside (C) Part Number

Inches mm Inches mm Inches mm Inches mm

1/2 13 2 1/4 57 2 3/4 70 2 15/16 75 131-0050

3/4 19 3 76 3 5/8 92 3 1/2 89 131-0071

1 25 3 76 3 5/8 92 3 1/2 98 131-0101

1 1/4 32 3 3/4 95 3 3/4 95 3 7/8 98 131-0121

1 1/2 38 5 127 4 3/4 121 4 3/4 121 131-0152

2 51 5 127 4 3/4 121 4 3/4 121 131-0201

Nominal Pipe Size Inside Diameter (A) Center to Face (B) Center to Outside (C)           Part Number

900 Ell Dimensions

A

BC

®

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)

 Recommended maximum working pressure: 1000 psig (Ambient to 4250F, depending upon the seal)

1. At the jobsite, coat all sealing surfaces of
the enclosure with  appropriate lubricant for
the service.

2. Vent valves (if applicable) should be fully
opened before installation. To check, hand
tighten to closed position, then back-off
two (2) full turns.

3. Place one-half of the enclosure over the
leaking component. Line up the leak with
the vent valve and vent through the valve,
if applicable.

4. Install studs, with nuts started on one end,
by placing them through the stud holes of
the enclosure half on the pipe.

5. Place the other half of the enclosure on the
line. Match the bolts with the bolt holes.

6. Screw the nuts onto the ends of the exposed
studs and hand tighten. Both halves of  the
enclosure should be drawn together evenly.

7. Using properly sized wrenches, begin tightening
the studs starting at the center and
working your way towards the ends.

8. Tighten opposing studs using an alternating
pattern. Note: Torquing is recommended for

     studs 11/4"and greater. Torque to  50% of yield.
9. If applicable, slowly close the vent valves by

tightening to the handtight position, then turn
it 1/4 of a turn more by wrench. Leave  one vent
open (if applicable) to displace air, then close
this final vent.

50% of Yield Torque
Values for B7 Studs

 Size  Torque (ft/lbs)
1-1/4"           1044.9
1-3/8"          1410.56
1-1/2"          1853.17
1-5/8"          2379.63
1-3/4"          2996.72
1-7/8"          3712.08
   2"          4533.62
2-1/4"          6521.09
2-1/2"          9018.77
2-3/4"         10932.61
   3"         14270.09
3-1/4"         18226.53
3-1/2"         22855.62
3-3/4"         28204.49
   4"         34332.88

Inches mm Inches mm Inches mm Inches mm

900 Ell Dimensions

A

BC

1/2 13 2 1/4 57 2 3/4 70 2 15/16 75 131-0050

3/4 19 2 1/4 57 2 3/4 70 2 15/16 75 131-0070

1 25 2 1/4 57 2 3/4 70 2 15/16 75 131-0100

1 1/4 32 3 76 3 5/8 92 3 1/2 89 131-0120

1 1/2 38 3 76 3 5/8 92 3 1/2 89 131-0150

2 51 3 3/4 95 5 1/4 133 4 1/46 103 133-0200-1

2 1/2 64 5 127 6 3/4 171 4 1/16 103 133-0250-1

3 76 5 127 6 3/4 171 4 15/16 125 133-0300

3 1/2 89 5 127 6 3/4 171 4 15/16 125 133-0350

4 102 6 152 7 3/4 197 5 3/4 146 133-0400

6 152 8 203 10 3/4 273 7 7/16 189 133-0600-1

8 203 10 254 13 3/4 349 8 7/8 225 133-0800-1

Instructions for applying Teams’s Self Sealing® enclosures
and clamps to onstream leaks. All safety precautions apply.
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Pipe Caps
n Swivel-mounted on a stainless

steel chain
n Available in sizes 1/4" to 3"
n Available in different materials
n Provides  fluid-tight seal
n Manufactured to ANSI Standards

and ASTM specifications

Additional Standard Leak Sealing Hardware

Slotted Studs
n Made from SA 193 Grade B7 Steel
n Available Sizes: 1/2"-1 1/2"
n Available lengths: 3"-12"

Standard flange stud lengths

Sealant Injection Gun
n Lightweight
n Completely portable
n Machined parts for accuracy
n Services all Team injection

valves
n Self-Priming
n Usable in any position
n Provides highest injection

pressure
n Locks to fitting under pressure
n Internal valve relieves excess

pressure

TEAM Industrial Services, Inc.

Standard Injection
Valves  with  NPT
threads
n Made from ASME  code

materials
n  Sizes: 1/16",  1/8", 1/4"

Cap Nuts
n Made to SA 194 Grade

4/7 specs
n For stud sizes: 1/2"-2"

Injection Rings
with NPT Threads
n Made from ASME

code  materials
n For stud sizes: 1/2"-2"

Valve Safety Plugs
n Swivel-mounted on a stainless steel chain
n Available in sizes 1/4" to 3"
n Available in different

alloys for special processes
n Manufactured with a

pressure-release channel to
test for section leakage

n Insures compliance with regulations
n Provides fluid-tight seal
n Manufactured to ANSI Bl6

11 standards and ASTM
specifications

n Helps provide a safer work place

ISO 9001 Certified

nnnnn Flexible, economical, reusable
nnnnn Stops wide range of leaks on lines, unions,
      couplings, ells
nnnnn Two (2) bar clamp covers provide 30 possible

insert combinations. Catalog available.
nnnnn Seals with sealant injection
nnnnn Inserts available 1/2"to 3 1/2" NPS pipe
nnnnn Design pressure is 1000 psig at 650oF
nnnnn Crunch teeth seals

Insert-A-Size Repair Clamps

SealTiteTM Pipe Wrap
Part No. 807-0033
n For routine or emergency

maintenance
n Wrap and repair metal,

plastic, fiberglass pipes
n Reinforce pipe joints
n Good for lower

pressures, temperature
applications

®

To order products on this page, contact your nearest Team office

n
n
n
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TEAM Industrial Services, Inc. ISO 9001 Certified

Product Manufacturing

Team Industrial Services, Inc. has been manufacturing on-stream leak sealing products for more
than thirty years. Team sealants are manufactured in accordance with procedures having an ISO
9001 certification. Additionally, all products are manufactured in an 8800 sq/ft laboratory which
is humidity and temperature controlled to insure consistent product blending.

Sealants, valve packing, bonders, liquids and fibers are available for more than 300 chemical
processes with temperature ranges from cryogenic to 17000 F and pressures in excess of 6000
psig.  Special sealants are available for strong oxidizing services and food grade applications.

Sealant products are also available for the nuclear industry as well as for applications that are silica sensitive.  All nuclear
grade materials are accompanied by an analytical batch report.  This report insures that those elements which contribute
to Intergranular Stress Corrosion Cracking (IGSCC) are within industry specifications.

Product Assistance

Technical support is available 24 hours a day to provide assistance in product selection and use.
It is strongly advised that only those personnel trained in on-stream leak repair perform these
repairs or utilize these materials.

Product data sheets, compatibility tables, and MSDS sheets are all available through Technical
Support or Team, Inc.’s website: www.teamindustrialservices.com.

Product Selection

Product selection, as well as proper application is crucial to the success of the repair.  As a guideline, the following
issues should be considered when selecting the correct product:

n Chemical compatibility - All the chemicals in the service application should be verified for their
 chemical compatibility realizing the effect of their individual component concentrations.

n  The service operating pressure and severity of leak - Will the addition of fibers be required
 to prevent extrusion and provide additional bridging?

n  The service operating temperature and surface temperatures.

n   Size of the sealant cavity or void - Will the addition of liquids be required to increase the
      sealants travel characteristics?

n  The necessary cure or work time - Slower curing sealants have better travel characteristics
 while faster curing sealants enhance leak containment.

n   Is an elemental analysis or nuclear grade sealant required?

n    Is a silica free or food grade sealant required?

 Sealants  Manufacturing - General Information

®

n

n

n

n

n

n

n
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Selection Chart - Sealants

TEAM   Industrial Services, Inc. ISO 9001 Certified

Team’s Sealants Selection Charts

S-100  2000- 3500F      YES    YES  10 J-Sticks (7.0 lb)

S-160   2000- 7000F      YES           YES  Bulk (7 lb)

S-180   700- 6000F       YES  10 J-Sticks (7.0 lb)

S-190  4000-12000F      YES   YES   YES  Bulk (7.0 lb)

S-200  3500- 6000F       YES      YES  10 J-Sticks (7.0 lb)

S-210  6000-10000F      YES     YES  10 J-Sticks (7.0 lb)

S-2201   400- 3500F     YES           YES  2 Gun Kit (2 lb)

S-2501   400- 3500F        YES         YES  2 Gun Kit (2 lb)

S-3002  1250- 7500F     YES  YES  Bulk (9 lb)

S-3333  2500- 12000F   YES  Bulk (15 lb)

S-3601   400- 4500F         YES     YES  2 Gun Kit (2 lb)

S-6002  -3000- 3000F          YES     YES           YES  Bulk (8 lb)

 Cartridge (25fl.oz)

S-9004   -700- 5000F   YES  1 Gun Kit (1 lb)

S-10004 5000-12000F     YES    YES  Bulk (10 lb)

S-11004,7  400- 6000F     YES             Bulk (13 lb)

     AC-1100   Bulk (1.5 lb)

S-15508   2500- 9500F   YES  Bulk (9 lb)

 AC-1500 Bulk (0.5 lb)

          S-40003  6000-18000F        YES    YES  Bulk (8 lb)

900-0023 - Commercial

900-0035 - Silica Free

905-0024 - Nuclear Grade

900-0027 - Commercial

900-0038 - Silica Free

900-0029 - Commercial

900-0039 - Silica Free

900-0044 - Fine Grade

900-0028 - Commercial

900-0040 - Silica Free

900-0024 - Commercial

 900-0036 - Silica Free

905-0025 - Nuclear Grade

900-0025 - Commercial

 900-0037 - Silica Free

 905-0026 - Nuclear Grade

 903-0017K

907-0025 - Food Grade

900-0016

904-0005

903-0013K

900-0017 - Bulk

900-0061 - Cartridge

5-0023 - Nuclear Grade

(Bulk Only)

900-0045

900-0006

900-0007 - S-1100

900-0008 - AC-11007

900-0048 - S-1550

900-0052 - AC-15508

900-0062

Sealant      Temperature      Steam          Water /    Hydro- Hot Oils; Heat      Acids /    Oxidizers    Hot         Packaging Part #-Variation
     Range                Condensate       Carbons Transfer Fluids     Caustics      Gases

Footnotes
1. Two part catalyzed elastomer with fiber
2. Recommend to mix with fiber or sealant

3. Injectable refractory compound
4. Good with strong oxidizers
5. Two part elastomer; requires bonder and catalyst

6. Add AC-100 if temperature < 2000 F
7. Add AC-1100 if temperature < 1500 F
8. Add AC-1550 if temperature < 5000 F

®

NOTE: All weights are approximate, including packaging
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TEAM   Industrial Services, Inc. ISO 9001 Certified

Selection Chart - Bonders

Bonders, Valve Packing, Gasket Coating,

6. Add AC-100 if temperature < 2000 F
7. Add AC-1100 if temperature < 1500 F
8. Add AC-1550 if temperature < 5000 F

®

B-100

B-2205

B-3605

B-4005

Two-part epoxy stick

Two-part elastomer;
rigid

Two-part elastomer;
flexible

Two-part epoxy

Small repairs

Pipe and
vessel coating

Pipe and
vessel coating

Pipe and
vessel coating

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

Epoxy Stick

Bonder-Bulk (1.0 lb)
Catalyst-Bulk (0.25 lb)

Bonder-Bulk (1.75 lb)
Catalyst-Bulk (0.1 lb)

Bonder - Bulk (2 lb)
Catalyst - Bulk (1 lb)

Part # - Variation

903-0036

903-0017 - Bonder
903-0018 - Catalyst

903-0013 - Bonder
903-0014 - Catalyst
905-0007 - Nuclear Grade Bonder
905-0008 - Nuclear Grade Catalyst

903-0008 - Bonder
903-0009 - Catalyst

Steam /Water/
Hot Oils

HydrocarbonsApplicationsGeneral DescriptionsTemperature
Range

400-3500F

400-3500F

400-4500F

300-3500F

Bonder Acids /
 Caustics

Packaging

Sealant Temperature Steam/Water Hydrocarbons Hot Oils; Heat Acids Hot Packaging Part # - Variation
Range Condensate Transfer Fluids Caustics Gases

PRI-101N 1500-7500F YES YES YES YES 4 Pack - (1.25 lb) 807-0003 - Nuclear Grade

PRI-101C 1500-7500F YES YES YES YES 4 Pack - (1.25 lb) 807-0019 - Commercial

PRI-102N 1500-10000F YES YES YES YES 4 Pack - (1.25 lb) 807-0006 - Nuclear Grade

PRI-102C 1500-10000F YES YES YES YES 4 Pack - (1.25 lb) 807-0021 - Commercial

PRI-201N 400-4500F YES YES 2 x Pint Kit (2.2 lb) 807-0007 - Nuclear Grade

PRI-201N 400-4500F YES YES 2 x 1/2 Pint Kit (1.1lb) 807-0027 - Nuclear Grade

PRI-201C 400-4500F YES YES 2 x Pint Kit (2.2 lb) 807-0015 - Commercial

PRI-201C 400-4500F YES YES 2 x 1/2 Pint Kit (1.1lb) 807-0028 - Commercial

Selection Chart - Gasket Coating and Thread Sealants

Footnotes
1. Two part catalyzed elastomer with fiber
2. Recommend  to mix with fiber or sealant

3. Injectable refractory compound
4. Good with strong oxidizers
5. Two part elastomer; requires bonder and catalyst

Selection Chart - Valve Packing

VPAK-2

VPAK-4

VPAK-8

VPAK-10

VPAK-12

    00- 7500F

-1000- 5000F

    00- 14000F

-1000- 5000F

    00- 12000F

901-0009 - Commercial
905-0028 - Nuclear Grade

901-0004

901-0016

901-0006 - Food Grade

901-0022

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

Bulk (7 lb)

Bulk (7 lb)

Bulk (1.5 lb)

Bulk (2 lb)

Bulk (2 lb)

Bulk (3 lb)

Water /
Condensate

Hot Oils; Heat
Transfer Fluids

Acids /
Caustics

HydrocarbonsSteam Part # - VariationHot GasesOxidizers

YES

Sealant

YESVPAK-154 -500- 5000F 901-0008

PackagingTemperature
Range

NOTE: All weights are approximate, including packaging
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YES

YES

YES

YES YES

Packaging

L-1002,6

L-2002

L-1602

L-1902

L-15502

400- 5000F

3000- 12000F

2000- 7000F

4000- 12000F

2500- 9500F

YES

YES

               Part # - Variation

900-0002 - Commercial

905-0009 - Nuclear Grade

900-0001 - AC-100 Commercial6

900-0013 - Commercial

905-0020 - Nuclear Grade

900-0010

900-0011

900-0050

Bulk (1.75 lb)

Bulk (1.75 lb)

Bulk (1.5 lb)

Bulk (2 lb)

Bulk (2 lb)

YES

YES

YES

Hot
Gases

Acids /
Caustics

Hot Oils; Heat
Transfer Fluids

HydrocarbonsSteam / Water /
Condensate

Temperature
Range

Sealant
Additive

Selection Chart - Liquid Additives for Sealants

Packaging                 Part # - VariationHot
Gases

Acids /
Caustics

Hot Oils; Heat
Transfer Fluids

Steam / Water /
Condensate

Temperature
Range

Fiber

F-100 -500- 12000F YES YES YES Bulk (5 lb) 902-0022

902-0002

902-0003

902-0010 - Commercial

905-0030 - Nuclear Grade

F-1000 YES

YES

YES

YES

YES

YES Bulk (3.5 lb) 902-0001

Bulk (1 lb)

-500- 5000F

-500- 7500F

-500- 5000F

-500- 5000F

Additive

YES

YES

F-1100

TEAM   Industrial Services, Inc. ISO 9001 Certified

YES

Selection Chart - Fiber Additives for Sealants

Hydrocarbons

F-1400

F-7100

Sealant Additive Charts

YES

YES

Bulk (4.5 lb)YES

YES Bulk (4.5 lb)

®

YES YES

Footnotes
1. Two part catalyzed elastomer with fiber
2. Recommend  to mix with fiber or sealant

3. Injectable refractory compound
4. Good with strong oxidizers
5. Two part elastomer; requires bonder and catalyst

6. Add AC-100 if temperature < 2000 F
7. Add AC-1100 if temperature < 1500 F
8. Add AC-1550 if temperature < 5000 F

NOTE: All weights are approximate, including packaging
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n Split tee fittings eliminate alignment problems

n There is no potential for weld to penetrate the tapping area

n Allows for maximum hot tap size

n Size-on-size fittings normally are available off-the-shelf

n Full range of reducing branch sizes available

n Greater wall thickness

n Higher allowable stresses

n More reinforcement area

n Special fittings are available for any size, flange rating,
temperature, pressure, process, or material

TEAM   Industrial Services, Inc.

Fittings that meet or exceed code requirements for ANSI/ASME B 31.1,3,4, and 8 plus
DOT 192 and 195 Federal Regulations for Gas/Liquid Pipelines are available from Team.

Team's  Split Tee Hot Tap and Line Stop Fittings

Split Tee Hot Tap and Line Stop Fittings

Selection Charts - Split Tee Hot Tap Fittings - 150# Flange Rating

ISO 9001 Certified

 Split Tee Fitting With Butt Weld
Outlet

 Split Tee Fitting With Flange

Dimensions are approximate and may change without notice. Certified dimensional drawings and pricing available upon request

Nominal Pipe Size Length (L) Height (H) Weight       Team Part Number

Inches mm Inches mm Inches mm lb kg

2 51 6 5/8 168 4 3/4 121 14 6 500-HTF-0215-1

3 76 8 1/4 210 5 3/4 146 25 11 500-HTF-0315-1

4 102 10 7/8 276 6 3/4 171 40 18 500-HTF-0415-1

6 152 14 1/8 359 8 1/4 210 70 32 500-HTF-0615-1

8 203 16 7/8 429 10 254 110 50 500-HTF-0815-1

10 254 20 508 11 3/8 289 175 79 500-HTF-1015-1

12 305 22 1/8 562 13 330 270 122 500-HTF-1215-1

14 356 23 7/8 606 14 1/4 362 325 147 500-HTF-1415-1

16 406 27 1/8 689 15 3/8 391 415 188 500-HTF-1615-1

18 457 29 1/2 749 16 1/2 419 500 227 500-HTF-1815-1

20 508 32 813 18 1/2 470 600 272 500-HTF-2015-1

24 610 37 1/8 943 20 1/2 521 820 372 500-HTF-2415-1

30 762 56 1422 23 9/16 598 1516 688 500-HTF-3015-1

36 914 61 1549 28 1/2 724 2427 1101 500-HTF-3615-1

n Compatible with existing hot tapping/plugging equipment

n Can be utilized for either hot tapping or line stopping

L

H

®
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TEAM   Industrial Services, Inc.

  Split Tee Fitting Selection Charts

600# Hot Tap/Line Stop Fittings

 SelectionCharts - Split Tee Hot Tap Fittings - 300# Flange Rating

Fittings that meet or exceed code requirements for ANSI/ASME B
31.1,3,4, and 8 plus DOT 192 and 195 Federal Regulations for Gas and
Liquid Pipelines are available from Team.

 Selection Charts - Split Tee Hot Tap Fittings - 600# Flange Rating

ISO 9001 Certified

Dimensions are approximate and may change without notice. Certified dimensional drawings and pricing available upon request

Dimensions are approximate and may change without notice. Certified dimensional drawings and pricing available upon request

Nominal Pipe Size Length (L) Height (H) Weight        Team Part Number

Inches mm Inches mm Inches mm lb kg

2 51 6 5/8 168 5 127 16 7 500-HTF-0230-1

3 76 8 1/4 210 6 1/8 156 32 15 500-HTF-0330-1

4 102 10 7/8 276 7 1/8 181 50 23 500-HTF-0430-1

6 152 14 1/8 359 8 5/8 219 90 41 500-HTF-0630-1

8 203 16 7/8 429 10 3/8 264 135 61 500-HTF-0830-1

10 254 20 508 12 305 225 102 500-HTF-1030-1

12 305 22 1/8 562 13 5/8 346 325 147 500-HTF-1230-1

14 356 23 7/8 606 14 7/8 378 420 191 500-HTF-1430-1

16 406 27 1/8 689 16 1/8 410 525 238 500-HTF-1630-1

18 457 29 1/2 749 17 3/16 437 705 320 500-HTF-1830-1

20 508 32 813 18 13/16 478 929 421 500-HTF-2030-1

24 610 37 1/8 943 21 5/16 541 1536 697 500-HTF-2430-1

30 762 56 1422 26 7/16 672 1979 898 500-HTF-3030-1

36 914 61 1549 31 13/16 808 2871 1302 500-HTF-3630-1

Nominal Pipe Size Length (L) Height (H) Weight        Team Part Number

Inches mm Inches mm Inches mm lb kg

2 51 6 5/8 168 5 3/8 137 18 8 500-HTF-0260-1

3 76 8 1/4 210 6 1/2 165 33 15 500-HTF-0360-1

4 102 10 7/8 276 8 203 60 27 500-HTF-0460-1

6 152 14 1/8 359 10 1/8 257 145 66 500-HTF-0660-1

8 203 16 7/8 429 12 305 245 111 500-HTF-0860-1

10 254 20 508 14 1/8 359 385 175 500-HTF-1060-1

12 305 22 1/8 562 15 381 475 215 500-HTF-1260-1

14 356 23 7/8 606 15 7/16 392 523 237 500-HTF-1460-1

16 406 27 1/8 689 17 1/16 433 713 323 500-HTF-1660-1

18 457 29 1/2 749 18 7/16 468 941 427 500-HTF-1860-1

20 508 32 813 20 3/16 513 1238 562 500-HTF-2060-1

24 610 37 1/8 943 22 15/16 583 1992 904 500-HTF-2460-1

30 762 56 1422 28 3/16 716 2242 1017 500-HTF-3060-1

36 914 61 1549 33 11/16 856 3333 1512 500-HTF-3660-1

L

H

L

H

®
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Selection Charts - SealTite® Split Tee Line Stop Fittings  - 600# Flange
Dimensions are approximate and may change without notice. Certified dimensional drawings and pricing available upon request

Selection Charts - SealTite® Split Tee Line Stop Fittings  - 150# Flange

TEAM   Industrial Services, Inc.

SealTite® Split Tee Line Stop Fitting Selection Charts
Fittings that meet or exceed requirements for ANSI/ASME  B  31.1,3,4  and  8 plus
DOT 192 and 195 Federal Regulations for Gas and Liquid Pipelines are available

ISO 9001 Certified

Dimensions are approximate and may change without notice. Certified dimensional drawings and pricing available upon request

Nominal Pipe Size Length (L) Height (H) Weight         Team Part Number

Inches mm Inches mm Inches mm lb kg

3 76 8 1/4 210 5 3/4 146 27 12 500-MSF-0315-1

4 102 10 7/8 276 6 3/4 171 45 20 500-MSF-0415-1

6 152 14 1/8 359 8 1/4 210 82 37 500-MSF-0615-1

8 203 16 7/8 429 10 254 131 59 500-MSF-0815-1

10 254 20 508 11 3/8 289 208 94 500-MSF-1015-1

12 305 22 1/8 562 13 330 317 144 500-MSF-1215-1

14 356 23 7/8 606 14 1/4 362 383 174 500-MSF-1415-1

16 406 27 1/8 689 15 3/8 391 491 223 500-MSF-1615-1

18 457 29 1/2 749 16 1/2 419 598 271 500-MSF-1815-1

20 508 32 813 18 1/2 470 722 327 500-MSF-2015-1

24 610 37 1/8 943 20 1/2 521 1118 507 500-MSF-2415-1

30 762 56 1422 23 9/16 598 1988 902 500-MSF-3015-1

36 914 61 1549 28 1/2 724 3114 1413 500-MSF-3615-1

Nominal Pipe Size Length (L) Height (H) Weight        Team Part Number

Inches mm Inches mm Inches mm lb kg

3 76 8 1/4 210 6 1/2 165 35 16 500-MSF-0360-1

4 102 10 7/8 276 8 203 55 25 500-MSF-0460-1

6 152 14 1/8 359 10 1/8 257 102 46 500-MSF-0660-1

8 203 16 7/8 429 12 305 156 71 500-MSF-0860-1

10 254 20 508 14 1/8 359 258 117 500-MSF-1060-1

12 305 22 1/8 562 15 381 404 183 500-MSF-1260-1

14 356 23 7/8 606 15 7/16 392 629 285 500-MSF-1460-1

16 406 27 1/8 689 17 1/16 433 840 381 500-MSF-1660-1

18 457 29 1/2 749 18 7/16 468 1137 516 500-MSF-1860-1

20 508 32 813 20 3/16 513 1483 673 500-MSF-2060-1

24 610 37 1/8 943 22 15/16 583 2409 1093 500-MSF-2460-1

30 762 56 1422 28 3/16 716 2998 1360 500-MSF-3060-1

36 914 61 1549 33 11/16 856 4569 2072 500-MSF-3660-1

H

L

H

L

®

from Team.  NOTE: THESE  LINE  STOP FITTINGS CAN  BE UTILIZED FOR
EITHER HOT  TAPPING  OR  LINE  STOPPING.



1919  prp@teamindustrialservices.com · 800-662-8326 · www.teamindustrialservices.com

TEAM   Industrial Services, Inc. ISO 9001 Certified

150# Flange Chart
Size Size Team
Inch MM Part Number

3 76 500-STF-0315-1

4 102 500-STF-0415-1

6 152 500-STF-0615-1

8 203 500-STF-0815-1

10 254 500-STF-1015-1

12 305 500-STF-1215-1

14 356 500-STF-1415-1

16 406 500-STF-1615-1

18 457 500-STF-1815-1

20 508 500-STF-2015-1

24 610 500-STF-2415-1

30 762 500-STF-3015-1

36 914 500-STF-3615-1

600# Flange Chart

Team's SealTite® Completion Plug SealTite® Completion Flange, Plug
(Note recessed jack screws)

 SealTite® Completion Flange With
Patented Metal - to - Metal Plug

Size Size Team
Inch MM Part Number
3 76 500-STF-0360-1

4 102 500-STF-0460-1

6 152 500-STF-0660-1

8 203 500-STF-0860-1

10 254 500-STF-1060-1

12 305 500-STF-1260-1

14 356 500-STF-1460-1

16 406 500-STF-1660-1

18 457 500-STF-1860-1

20 508 500-STF-2060-1

24 610 500-STF-2460-1

30 762 500-STF-3060-1

36 914 500-STF-3660-1

Team’s  SealTite® completion

flanges with patented SealTite®

Completion Plugs and recessed

jackscrews are available for full

encirclement applications. The

flanges  can be utilized with

Parts No. 1, 2, 3, 4 and 5 (see

page 20).

 SealTite® Completion Flanges, Metal-to-Metal Plugs

Patented Metal-to-Metal Seal Offers Greater Online Safety

n Flange offers greater sealing strength with
metal-to-metal completion plug seal

n Back-up o-ring provides a secondary safety
seal for the completion plug

n Packing glands are located on recessed jack
bolts

n Check valves are not required to equalize
pressure across the completion plug

n Flange can be safely utilized to reenter the line
n Flange can be rebuilt on-line
n Flange is easily resealed if needed

®
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n Can be utilized for either hot tapping or line stopping

n Compatible with existing hot tapping/plugging equipment

n Nozzle holds the fitting pressure

n Weight of the fitting is minimized

n Pressure-bearing fillet welds are eliminated

n Potential for leakage is reduced

n Allows for maximum hot tap size

n Size-on-size normally is available off-the-shelf

n Full range of reducing branch sizes available

n 3" to 36" saddles are available for standard applications

n Saddles can be made from any alloy

n Labor is available for installation

Full Encirclement Saddle Fittings

Part No. 5 Full Encirclement
Saddle

Part No. 1 Full Encirclement Saddle

Part No. 2 Full Encirclement Saddle

Part No. 3 Full Encirclement
Saddle

Part No. 4 Full Encirclement
Saddle

TEAM   Industrial Services, Inc.

 Full Encirclement Saddle Hot Tap/Line Stop Fittings
Fittings that meet or exceed code requirements for ANSI/ASME B 31.1,3,4, and 8 plus DOT
192 and 195 Federal Regulations for Gas and Liquid Pipelines are available from Team.
Dimensional information, pricing also available from Team. NOTE: THESE LINE STOP
FITTINGS CAN BE UTILIZED FOR EITHER HOT TAPPING OR LINE STOPPING.

ISO 9001 Certified

Full Encirclement Saddle Application

®
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TEAM   Industrial Services, Inc. ISO 9001 Certified

Critical Service Bolt-On Hot Tap/Line Stop Fittings

Gas Distribution and Transmission Fittings
 (Pricing and dimensions are available upon request)

n   ANSI 150# and 300# series
nnnnn No special adapters required

(These fittings are compatible with existing
tapping and plugging equipment as well as
available sealing elements.)

n Pressure control fittings for steel piping

n 1 1/4" through 3" threaded fittings with
completion plug, o-ring and cap

n 4" through 12" flanged fittings with
completion plug, o-ring and blind flange

n Can be used with critical service for extended
      periods of time

n Can be utilized for  hot taps and line stops

n Available in sizes 1/2" to 36"

n  Available with 150#, 300#, and 600# ANSI
      rated flanges

n No welding required

n Effective in fluctuating temperatures and
     pressures

n Easily resealed if leakage occurs

n    Can be utilized to reenter the line

n Custom - manufactured options available
      for any size, shape, pressure, temperature,
      process or material

®
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Team Offers a Complete Range of Sealing Elements

TEAM   Industrial Services, Inc.

n  Maximum pressure  ranges: 500-1000 psi

n  Available in sizes 3" through 36"

n  Available drilled, ground-to-size, unground

n  Reinforced for higher pressures

n  BUNA-N materials standard

n  Viton, EPDM, Aflas also available

ISO 9001 Certified

Sealing Element

Plugging Head

Flow

Sealing Element Selection Chart

Any  size  sealing element is available from Team

n  Recommended for temperatures to 3500F

®

nnnnn   Purge and equalization fittings

nnnnn   Completion plugs with scarfed
      nipples

nnnnn   Flow-through plugs with guide
      bars

Pipe Inner Diameters (IDA)

Also Available From Team

Team's Purge and
Equalization Fittings

Size Buna-N  Part Number Other Sealing Element Part Numbers

Inch    mm       Low Pressure High Pressure VITON EPDM AFLAS

4 76 500-CUP-0400-BL 500-CUP-0400-BH 500-CUP-0400-V 500-CUP-0400-E 500-CUP-0400-A

6 152 500-CUP-0600-BL 500-CUP-0600-BH 500-CUP-0600-V 500-CUP-0600-E 500-CUP-0600-A

8 203 500-CUP-0800-BL 500-CUP-0800-BH 500-CUP-0800-V 500-CUP-0800-E 500-CUP-0800-A

10 254 500-CUP-1000-BL 500-CUP-1000-BH 500-CUP-1000-V 500-CUP-1000-E 500-CUP-1000-A

12 305 500-CUP-1200-BL 500-CUP-1200-BH 500-CUP-1200-V 500-CUP-1200-E 500-CUP-1200-A

14 356 500-CUP-1400-BL 500-CUP-1400-BH 500-CUP-1400-V 500-CUP-1400-E 500-CUP-1400-A

16 406 500-CUP-1600-BL 500-CUP-1600-BH 500-CUP-1600-V 500-CUP-1600-E 500-CUP-1600-A

18 457 500-CUP-1800-BL 500-CUP-1800-BH 500-CUP-1800-V 500-CUP-1800-E 500-CUP-1800-A

20 508 500-CUP-2000-BL 500-CUP-2000-BH 500-CUP-2000-V 500-CUP-2000-E 500-CUP-2000-A

24 610 500-CUP-2400-BL 500-CUP-2400-BH 500-CUP-2400-V 500-CUP-2400-E 500-CUP-2400-A

30 762 500-CUP-3000-BL 500-CUP-3000-BH 500-CUP-3000-V 500-CUP-3000-E 500-CUP-3000-A

36 914 500-CUP-3600-BL 500-CUP-3600-BH 500-CUP-3600-V 500-CUP-3600-E 500-CUP-3600-A

                       Schedule 10                        Schedule 40                                                Standard Weight

   4”  4.26” 3 ” 3.068” 3” 3.068” 16” 15.25”

   6” 6.357” 4” 4.026” 4” 4.026” 18” 17.25”

   8” 8.329” 6” 6.065” 6” 6.065” 20” 19.25”

 10” 10.42” 8” 7.981”  8” 7.981” 24” 23.25”

 12” 12.39” 10” 10.02” 10” 10.02” 30” 29.25”

12” 11.938” 12” 12.00” 36” 35.25”

14” 13.25”
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Mechanical Services and Products
Alabama
Decatur ........................................ 256-355-3322
Mobile ........................................ 800-370-4889
Alaska
Kenai .......................................... 907-335-1446
California
San Francisco .............................. 925-676-0390
Los Angeles ................................ 562-531-0797
Colorado
Denver ........................................ 800-782-7365
Florida
Tampa.......................................... 800-326-5325
Georgia
Augusta ...................................... 706-860-0899
Illinois
Chicago ...................................... 800-443-8609
Iowa
Davenport.................................... 800-443-8609
Louisiana
Baton Rouge .............................. 225-644-4839
New Orleans .............................. 504-733-2991
Lake Charles .............................. 337-625-7533
Maine
Bangor ........................................ 207-848-2500
Minnesota
Minneapolis/St. Paul .................. 800-397-2712
Missouri
St. Louis ...................................... 314-487-2110
Montana
Billings ........................................ 800-782-7365
New Jersey
Newark-New York City .............. 908-862-3733
(Service to Northern New Jersey,
New York City, Connecticut)
New York
Syracuse ...................................... 315-432-9144
North Carolina
Charlotte...................................... 800-433-5325
Wilmington ................................ 800-433-5325
Ohio
Cincinnati .................................... 800-852-6230
Toledo.......................................... 800-969-7108
Oklahoma
Tulsa............................................ 918-234-9600
Pennsylvania
Philadelphia.................................. 856-374-0403
Pittsburgh .................................... 412-429-5500
South Carolina
Rock Hill .................................... 800-433-5325
Tennessee
Chattanooga ................................ 423-332-0494
Texas
Angleton...................................... 979-549-9970
Beaumont .................................... 409-840-9955
Borger.......................................... 806-273-6565
Corpus Christi ............................ 361-289-6291
Freeport ...................................... 800-617-7756
Houston ...................................... 713-378-8600
Longview .................................... 800-521-2689
Odessa ........................................ 432-332-8886
Texas City .................................. 409-965-8200
Utah
Salt Lake City ............................ 800-782-7365
Virginia
Richmond.................................... 804-743-5597
Washington
Mt. Vernon .................................. 360-848-0353
West Virginia
Charleston .................................. 304-344-0477

Heat Treating and Inspection Services
Alabama
Mobile .................................. 251-443-6890
Alaska
Kenai ..................................... 907-335-1446
Arizona
Phoenix.................................. 602-269-7868
California
Benicia .................................. 707-748-5800
Los Angeles .......................... 310-514-2312
Colorado
Denver .................................. 720-579-0660
Connecticut
Hartford ................................ 860-828-6333
Florida
Jacksonville .......................... 904-443-7520
Illinois
Wood River .......................... 618-251-4125
Indiana
Hammond.............................. 219-838-0505
Louisiana
Baton Rouge.......................... 225-647-7744
Lafayette................................ 337-233-7676
Sulphur .................................. 337-882-0582
Maine
Rumford ................................ 207-364-8996
Michigan
Detroit .................................. 734-947-9710
Minnesota
Minneapolis .......................... 651-633-7616
Missouri
Riverside ............................... 816-505-5578
(Kansas City)
Ohio
Cincinnati .............................. 513-771-3292
Cleveland .............................. 440-498-9494
Columbus .............................. 614-501-7304
Oklahoma
Tulsa ...................................... 918-234-9600
Pennsylvania
Butler .................................... 724-482-2468
Philadelphia............................ 610-859-7800
Pittsburgh .............................. 412-787-8690
South Carolina
N. Augusta ............................ 803-279-6600
Texas
Angleton................................ 979-549-9970
Beaumont .............................. 409-840-9955
Borger ................................... 806-273-6565
Corpus Christi ...................... 361-289-6291
Freeport ..................................979-549-9970
Houston ................................ 713-673-3660
Odessa .................................. 432-335-9301
Virginia
Richmond .............................. 804-743-5597
Washington
Mt. Vernon ............................ 360-848-0353
Wisconsin
Milwaukee ............................ 414-771-3060

UNITED STATES LOCATIONS INTERNATIONAL LOCATIONS

ARUBA
Balashi 62-C, Aruba, Dutch, Carribean
Phone: 297-585-9248..............Fax: 297-585-9244

AUSTRALIA
Phone: 61 2 4577.1808.........Fax: 61 2 4577.7484

BELGIUM
Phone: (32) 3-8205250.........Fax: (32) 3-8205251

CANADA
Edmonton, Alberta
Phone: 866-437-0860..............Fax: 780-462-0805
Sarnia, Ontario
Phone: 866-500-8326..............Fax: 519-344-9312

FRANCE
Phone: (33) 3-20321288.....Fax: (33) 3-20325957

MEXICO
Mexico City
Phone: (52) 5 300 1997 ...... Fax: (52) 5 300 6184

NETHERLANDS
Phone: 31 118 485800.......... Fax: 31 118 485886

NORWAY
Phone: (47) 35 933600 ........ Fax: (47) 35 933601

SAUDI ARABIA
Phone: 966 3 362 0556 ....... Fax: 966 3 361 4990

SINGAPORE
Phone: (65) 6261 3566 ........ Fax: (65) 6261 9069

SPAIN
Madrid
Phone: 34 91 5359475.......... Fax: 34 91 5359476
Tarragona
Phone: 34 977 840266.......... Fax: 34 977 840523

TAIWAN
Phone: 886(7) 2153255 .......Fax: 886(7) 2153556

TRINIDAD
Phone: (868) 679-8326 ....... Fax: (868) 679-5325

UNITED KINGDOM
Phone: 44 1469 550527...... Fax: 44 1469 576293

ARGENTINA
Buenos Aires
Phone: 54-11-4313-8818 ...Fax: 54-11-4313-5856

CANADA
Edmonton, Alberta
Phone: 780-467-8070..............Fax: 780-449-1216
Milton, Ontario
Phone: 905-878-7546...............Fax:905-878-7944

CHILE
Santiago
Phone: 56-2-530-3431 .....Fax: 001-281-331-4107

COLOMBIA
Bogota
Phone: 57-1-624-3618 ...........Fax: 57-1-624-3620

PUERTO RICO
Caguas
Phone: 787-258-3399..............Fax: 787-258-3395

TRINIDAD
Phone: (868) 652-4565 ...... Fax: (868) 652 -2011

VENEZUELA
Puerto la Cruz
Phone 58-281-274-6666 ....Fax: 58 281-274-5182

Heat Treating and Inspection Services
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